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1 . The instant application having AppHcation No. 09/866,98 1 has a total of 30 claims 
pending in the appHcation; there are 6 independent claims and 24 dependent claims, all of which 
are ready for examination by the examiner. 

Information Disclosure Statement 

2. As required by M.P.E.P § 609 (C), the applicant's submission of the Information 
Disclosure Statement, dated on 2 August 2001, is acknowledged by the examiner; and the cited 
reference has been considered in the examination of the claims now pending. As required by 
M.P.E.P § 609 C (2), a copy of the PTO-1449 initialed and dated by the examiner is attached to 
the instant office action. 

Drawings 

3. The drawings are objected to because: 

Figure 7 fails to show path selection value for step S40. 

A proposed drawing correction or corrected drawings are required in reply to the Office 
action to avoid abandonment of the application. The objection to the drawings will not be held 
in abeyance. 

Claim Objections 

4. Claim 12 recites the limitation "said transition" in line 2-3 of the claim. There is 
insufficient antecedent basis for this limitation in the claim. The applicant is suggested to change 
this limitation to "said transition cache". Appropriate correction is required. 
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Claim Rejections - 35 USC §102 



5. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless — 

(e) the invention was described in (1) an application for patent, published under section 122(b), by another filed 
in the United States before the invention by the applicant for patent or (2) a patent granted on an application for 
patent by another filed in the United States before the invention by the applicant for patent, except that an 
international application filed under the treaty defined in section 351(a) shall have the effects for purposes of this 
subsection of an application filed in the United States only if the international application designated the United 
States and was published under Article 21(2) of such treaty in the English language. 

6. Claims 1-2, 14, 20-21, and 33 are rejected under 35 U.S.C. 102(e) as being anticipated by 
Ebrahim et al. (U.S. Patent No. 5,905,998). 

Referring to claim 1, Ebrahim teaches a method for increasing communication efficiency 
in a multi-processor system (see figure 1 and "abstract"), comprising: 

(1) snooping, at a processor having a transition cache (see figure 4: element 150 and 152, 
column 11: lines 62-67, and column 12: lines 1-2) and at least one level of cache associated 
therewith (see figure 1 and 7: element 130), a first command on a system bus, said system bus 
providing communication between processors in said multi-processor system, wherein said first 
command requesting invalidation of a cache line as monitoring a "ReadToOwn" request (see 
column 35: line 48) or a "Writelnvalidate" request (see column 37: line 59) sent by another UPA 
master; 
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(2) generating a second command in response to said first conmiand at one of said levels 
of cache which stores said cache line if a memory image coherency state of said cache line 
indicates that said cache line includes modified data, said second command instructing that said 
cache line be castback as generating a "Writeback" request to write a "Dirty Victim" back to 
main memory (see column 4: lines 18-25, and column 36: line 62); 

(3) transferring said second command and said cache line fi*om said one of said levels of 
cache to said transition cache in response to said first command as a command and its associated 
data are transferred to a queue in the interface (see figure 4: element 1 50 and 152, column 1 1 : 
lines 62-67, and column 12: lines 1-2); 

(4) invalidating said cache line in each level of cache associated with said processor that 
stores said cache line as the System Controller requests all port invaHdate the datum (see column 
39: lines 4-8); 

(5) snooping a system response to said first command at said processor as monitoring the 
System Controller's response to a "ReadToOwn" request or a "Writelnvalidate" request; and 

(6) processing said second command at said processor based on said system response to 
said first command as writeback is cancelled (see column 21 : lines 56-67, and column 37: lines 
16-24) if the System Controller responds to a "ReadToOwn" request or a "Writelnvalidate" 
request with an "Invalidate" request (see column 38: line 59) or a "Copybacklnvalidate" request 
(see column 40: line 18). 
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As to claim 2, Ebrahim further teaches that said processing step discards said second 
command and said cache Hne from said transition cache when said system response to said first 
command is not a retry as writeback is cancelled (see column 21: lines 56-67, and column 37: 
lines 16-24) if the System Controller responds to a "ReadToOwn" request or a "Writelnvalidate" 
request with an "Invalidate" request or a "Copybacklnvalidate" request. 

Referring to claim 14, Ebrahim teaches a method for increasing communication 
efficiency in a multi-processor system (see figure 1 and "abstract"), comprising: 

(1) receiving, at a processor, a first command on a system bus, said system bus providing 
communication between processors in said multi-processor system, said first command 
requesting a cache line as receiving a "Copybacklnvalidate" request (see column 40: line 18) 
which the System Controller sends to the ports containing said cache line in response to a 
"ReadToOwn" request (see column 35: line 48); 

(2) transferring said requested cache line from a cache associated with said processor to a 
transition cache in said processor as part of a response to said first command as datum is 
transferred to a queue in the interface (see figure 4: element 150 and 152, column 1 1 : lines 62- 
67, and column 12: lines 1-2); 

(3) updating a memory coherency image state associated with said cache line in each 
cache associated with said processor that stores said cache line as invalidating all ports 
containing the same datum (see column 39: lines 4-8); 
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(4) snooping a system response to said first command on said system bus as monitoring 
the System Controller's response to the requesting port which sends out the "ReadToOwn" 
request; and 

(5) processing said requested cache line at said processor based on said system response 
as copying back and invalidating said cache line if the System Controller generates a S_Reply to 
the requesting port (see column 35: line 48). 

Referring to claim 20, Ebrahim discloses a multi-processor system (see figure 1 and 
"abstract"), comprising: 

(1) at least first and second processors (see figures 1 and 2: elements 102); 

(2) a system bus providing communication between said first and second processors (see 
figures 1 and 2: elements 116 and 1 14); 

(3) a bus arbiter generating system response to commands on said system bus (see figures 
1 and 2: element 110); and wherein 

(4) said first processor has at least one level of cache associated therewith (see figure 1 
and 7: element 130), a system bus controller controlling communication between said first 
processor and said system bus (see figures 4 and 7: element 104), and a transition cache serving 
as an interface between each level of cache and said system bus controller (see figure 4: element 
150 and 152, column 11: lines 62-67, and column 12: lines 1-2); 

(5) one of said levels of cache associated with said first processor stores a cache lines 
having a memory coherency image state indicating that said cache line includes modified data 
(see figure lOA, column 4: lines 18-28 and line 48), and generates a castback command and 
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transfer said castback command and a copy of said cache lines to said transition cache when said 
first processor snoops a first command on said system bus that requests invalidation of said 
cache line as generating a "Writeback" request to write a "Dirty Victim" back to main memory 
(see column 4: lines 18-25, and column 36: lines 62); and as a command and its associated data 
are transferred to a queue in the interface (see figure 4: element 1 50 and 152, column 1 1 : lines 
62-67, and column 12: lines 1-2); and 

(6) each level of cache associated with said first processor that stores said cache line 
invalidates said cache line prior to said first processor snooping a system response to said first 
command as the System Controller requests all port invalidate the datum (see column 39: lines 4- 
8); and as monitoring the System Controller's response to a "ReadToOwn" request or a 
"Writelnvalidate" request. 

As to claim 21, Ebrahim discloses that said transition cache discards said castback and 
said cache line when said system response to said first command is not a retry as writeback is 
cancelled (see column 21: lines 56-67, and column 37: lines 16-24) if the System Controller 
responds to a "ReadToOwn" request or a "Writelnvalidate" request with an "Invalidate" request 
or a "Copybacklnvalidate" request. 
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Referring to claim 33, Ebrahim discloses a multi-processor system (see figure 1 and 
"abstract"), comprising: 

(1) at least first and second processors (see figures 1 and 2: elements 102); 

(2) a system bus providing communication between said first and second processors (see 
figures 1 and 2: elements 1 16 and 114); 

(3) a bus arbiter generating system response to commands on said system bus (see figures 
1 and 2: element 1 10); and wherein 

(4) said first processor has at least one cache associated therewith (see figure 1 and 7: 
element 130), a system bus controller controlling communication between said first processor 
and said system bus (see figures 4 and 7: element 104), and a transition cache controlling and 
tracking communication between each cache and said system bus controller (see figure 4: 
element 150 and 152, column 11: lines 62-67, and column 12: lines 1-2); 

(5) said first processor receives a first command on said system bus requesting a cache 
line as receiving a "Copybacklnvalidate" request (see column 40: line 18) which the System 
Controller sends to the ports containing said cache line in response to a "ReadToOwn" request 
(see column 35: line 48); 

(6) one of said caches associated with said first processor that stores said requested cache 
line copies said requested cache line to said transition cache as part of a response to said first 
command as datum is transferred to a queue in the interface (see figure 4: element 150 and 152, 
column 11: hnes 62-67, and colunm 12: lines 1-2); 

(7) each cache associated with said first processor, that stores said requested cache line, 
updates a memory coherency image state associated with said requested cache line prior to 
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snooping a system response to said first command as invalidating all ports containing the same 
datum (see column 39: lines 4-8); and 

(8) said first processor snoops said system response on said system bus to said first 
command, and process said requested cache line based on said system response as copying back 
and invalidating said cache line if the System Controller generates a S_Reply to the requesting 
port (see column 35: line 48). 

Claim Rejections - 35 USC §103 

7. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

. (a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 

section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

8. Claims 3-4, 15, 22-23, and 34 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Ebrahim et al. (U.S. Patent No. 5,905,998). 

As to claims 3 and 4, Ebrahim teaches that said processing step discards said second 
command and said cache line fi-om said transition cache when said system response to said first 
command is not a retry as writeback is cancelled (see column 21 : lines 56-67, and column 37: 
lines 16-24) if the System Controller responds to a "ReadToOwn" request or a "Writelnvalidate" 
request with an "Invalidate" request or a "Copybacklnvalidate" request. 
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However, Ebrahim does not clearly teach that said processing step converts said second 
command to a third command in said transition cache if said system response to said first 
command is a retry, said third command requesting said cache line be stored in a main memory 
of said multi-processor system. 

It would have been obvious to one having an ordinary level of skill in the art at the time 
the invention was made to modify the method taught by Ebrahim so that said processing step 
converts said second command to a third conmiand in said transition cache if said system 
response to said first command is a retry, said third command requesting said cache line to be 
stored in main memory of said multi-processor system. This would have been obvious because 
Ebrahim teaches that "a dirty victim must normally be written back to main memory, except that 
in the present invention the write back can be cancelled if the same data block is invalidated by 
another data processor prior to the writeback transaction becoming active" (see column 4: lines 
18-25). 

As to claim 15, Ebrahim teaches processing said requested cache Hne at said processor 
based on said system response as copying back and invalidating said cache line if the System 
Controller generates a S__Reply to the requesting port (see column 35: line 48). 

However, Ebrahim does not clearly teach said processing step outputs said requested 
cache line on said system bus when said system response to said first command is not a retry. 

It would have been obvious to one having an ordinary level of skill in the art at the time 
the invention was made to modify the method taught by Ebrahim so that said processing step 
outputs said requested cache line on said system bus when said system response to said first 
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command is not a retry. This would have been obvious because, if a request is responded with a 
retry, data should be sent out only when the transaction is taken placed, thereby the bus is free 
for other transaction. 



As to claims 22 and 23, Ebrahim discloses that said transition cache discards said 
castback and said cache line when said system response to said first command is not a retry as 
writeback is cancelled (see column 21 : lines 56-67, and column 37: lines 16-24) if the System 
Controller responds to a "ReadToOwn" request or a "Writein validate" request with an 
"Invalidate" request or a "Copybacklnvalidate" request. 

However, Ebrahim does not clearly disclose that said transition cache converts said 
castback command to a second command if said system response to said first command is a 
retry, said second command requesting said cache line be stored in a main memory of said multi- 
processor system. 

It would have been obvious to one having an ordinary level of skill in the art at the time 
the invention was made to modify the system taught by Ebrahim so that said transition cache 
converts said castback command to a second command if said system response to said first 
command is a retry, said second command requesting said cache line be stored in a main 
memory of said multi-processor system. This would have been obvious because Ebrahim 
discloses that "a dirty victim must normally be written back to main memory, except that in the 
present invention the write back can be cancelled if the same data block is invalidated by another 
data processor prior to the writeback transaction becoming active" (see column 4: lines 18-25). 
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As to claim 34, Ebrahim disclose that said first processor snoops said system response on 
said system bus to said first command, and process said requested cache line based on said 
system response as copying back and invalidating said cache line if the System Controller 
generates a S_Reply to the requesting port (see column 35; line 48). 

However, Ebrahim does not clearly disclose said first processor outputs said requested 
cache line on said system bus when said system response to said first command is not a retry. 

It would have been obvious to one having an ordinary level of skill in the art at the time 
the invention was made to modify the system taught by Ebrahim so that said first processor 
outputs said requested cache line on said system bus when said system response to said first 
command is not a retry. This would have been obvious because, if a request is responded with a 
retry, data should be sent out only when the transaction is taken placed, thereby the bus is free 
for other transaction. 

9. Claims 9 and 28 are rejected under 35 U.S.C. 103(a) as being unpatentable over Ebrahim 
et al. (U.S. Patent No. 5,905,998) in view of Boddu et al. (U.S. Patent No. 5,974,51 1). 

Referring to claim 9, Ebrahim teaches a method for increasing communication efficiency 
in a multi-processor system (see figure 1 and "abstract"), comprising: 

(1) storing a non-exclusive command associated with a real address in a transition cache 
of a processor as storing a "Writeback" request for writing back a dirty victimized block to main 
memory (see column 4: lines 18-25, and column 36: line 62) in a queue in the interface (see 
figure 4: element 150 and 152, column 11: lines 62-67, and column 12: lines 1-2); 



Application/Control Number: 09/866,98 1 Page 1 3 

Art Unit: 2187 

(2) snooping, at said processor, a command on a system bus providing communication 
between processors in said multi-processor system, said snooped command being associated with 
said real address as monitoring the System Controller's response to "ReadToOwn" request (see 
column 35: line 48) or a "Writelnvalidate" request (see column 37: line 59) sent by another UPA 
master. 

However, Ebrahim does not teach steps of: 

(3) determining, at said transition cache, whether data has started to arrive at said 
transition cache in response to said non-exclusive command; and 

(4) generating a snoop response at said transition cache to said snooped command based 
on a result of said determining step. 

Boddu teaches a method for increasing communication efficiency similar to that of 
Ebrahim. Boddu further teaches steps of: 

(3) determining, at said transition cache, whether data has started to arrive at said 
transition cache in response to said non-exclusive command as a snoop logic circuit checks a bus 
cache for a hit (valid data is available) (see figure 4, and column 3: lines 43-51); and 

(4) generating a snoop response at said transition cache to said snooped command based 
on a result of said determining step as accessing and sending out data from the bus cache if cache 
hit; otherwise causing the interface to assert a retry operation on the bus (see figure 4, column 3: 
lines 51-55, and column 4: lines 1-8). 

It would have been obvious to one having an ordinary level of skill in the art at the time 
the invention was made to include steps (3) and (4) mentioned above, in the method taught by 
Ebrahim. This would have been obvious because Ebrahim teaches that an incoming transaction 
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for accessing a data block that maps to the same cache line as pending, previously activated 
transaction, will be blocked until the pending transaction that maps to the same cache line is 
completed (see column 2: hues 65-67 and column 3: lines 1-2). Moreover, Boddu teaches 
checking if data is available at the bus cache so data can be immediately provided; otherwise a 
retry operation is asserted to free the bus for other transaction, thereby increasing the bandwidth 
of the bus (see column 2: lines 10-28). 

Referring to claim 28, Ebrahim discloses a multi-processor system (see figure 1 and 
"abstract"), comprising: 

(1) at least first and second processors (see figures 1 and 2: elements 102); 

(2) a system bus providing communication between said first and second processors (see 
figures 1 and 2: elements 116 and 114); 

(3) a bus arbiter generating system response to commands on said system bus (see figures 
1 and 2: element 110); and wherein 

(4) said first processor has at least one level of cache associated therewith (see figure 1 
and 7: element 130), a system bus controller controlling communication between said first 
processor and said system bus (see figures 4 and 7: element 104), and a transition cache 
controlling and tracking communication between each level of cache and said system bus 
controller (see figure 4: element 150 and 152, column 1 1 : lines 62-67, and column 12: lines 1-2); 

(5) a non-exclusive command associated with a real address is stored in a transition cache 
of a processor as storing a "Writeback" request for writing back a dirty victimized block to main 
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memory (see column 4: lines 18-25, and column 36: line 62) in a queue in the interface (see 
figure 4: element 150 and 152, column 11: lines 62-67, and column 12: lines 1-2); 

(6) said first processor snoops a command on said system bus, said snooped command 
being associated with said real address as monitoring the System Controller's response to 
"ReadToOwn" request (see column 35: line 48) or a "Writelnvalidate" request (see column 37: 
line 59) sent by another UPA master. 

However, Ebrahim does not disclose: 

(3) said transition cache determines whether data has started to arrive at said transition 
cache in response to said non-exclusive command; and 

(4) said first processor generates a snoop response to said snooped command based on 
said determination. 

Boddu discloses a system for increasing communication efficiency similar to that of 
Ebrahim. Boddu fiirther discloses: 

(3) said transition cache determines whether data has started to arrive at said transition 
cache in response to said non-exclusive command as a snoop logic circuit checks a bus cache for 
a hit (valid data is available) (see figure 4, and column 3: lines 43-51); and 

(4) said first processor generates a snoop response to said snooped command based on 
said determination as accessing and sending out data fi"om the bus cache if cache hit; otherwise 
causing the interface to assert a retry operation on the bus (see figure 4, column 3: lines 51-55, 
and column 4: lines 1-8). 

It would have been obvious to one having an ordinary level of skill in the art at the time 
the invention was made to include limitation (5) mentioned above, in the system taught by 
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Ebrahim. This would have been obvious because Ebrahim teaches that an incoming transaction 
for accessing a data block that maps to the same cache line as pending, previously activated 
transaction, will be blocked until the pending transaction that maps to the same cache line is 
completed (see column 2: lines 65-67 and column 3; lines 1-2). Moreover, Boddu teaches 
checking if data is available at the bus cache so data can be immediately provided; otherwise a 
retry operation is asserted to free the bus for other transaction, thereby increasing the bandwidth 
of the bus (see column 2: lines 10-28). 



Allowable Subject Matter 
10. Claim 12 is objected to as being dependent upon a rejected base claim and as providing 
insufficient antecedent basis for one limitation in the claim (see Claim Objections), but would be 
allowable if rewritten in independent form including all of the limitations of the base claim and 
any intervening claims; and overcoming the above claim objection. 



11. Claims 10-11, 13, 16-19, 29-32, and 35-38 are objected to as being dependent upon a 
rejected base claim, but would be allowable if rewritten in independent form including all of the 
limitations of the base claim and any intervening claims. 
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Conclusion 



12. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. See Form PTO-892. 

13. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Bao Q Truong whose telephone number is (703) 308-7090. The 
examiner can normally be reached on Monday-Friday from 8:30 AM to 5:30 PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Donald A Sparks, can be reached on (703) 308-1756. The fax phone number for the 
organization where this application or proceeding is assigned is (703) 746-7239. 

Any inquiry of a general nature or relating to the status of this application or proceeding 
should be directed to the receptionist whose telephone number is (703) 305-3900. 





BT 



Donald Sparks 



Patent Examiner 



Supervisory Patent Examiner 



October 14, 2003 
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